
ATTENTION INSTALLER: (if other than owner): 
Please forward this instruction sheet and the warranty card 
to the purchaser of this product. These instructions contain
valuable information necessary to the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing the Drag Specialties 
DS-376624 Coil Cover.

Review instructions carefully before beginning, as they
contain important information. Please retain for 
future reference.

Particularly important information is distinguished in 
these instructions by the following notations:

NOTE: A NOTE provides key information to make
procedures easier or clearer.

CAUTION:    (shaded) A CAUTION indicates special
procedures that must be followed to avoid damage to the
motorcycle and/or accessories.

WARNING:     (boxed and shaded) A WARNING 
indicates special procedures that must be followed to avoid
injury to a motorcycle operator or person inspecting or
repairing the motorcycle.

TOOLS REQUIRED:
1/8” hex wrench
1/4” hex wrench
1/2” socket wrench
7/16” socket and wrench

PROCEDURE FOR XL MODELS:
1. Remove rear vent tube from gas tank and tank mounting
bolts. Close petcock and remove fuel line and any vacuum
lines. Remove tank.

2. For 95 and 96 models, use 1/8” hex wrench to remove the
button-head screw that holds the ignition switch to the coil
mounting bracket.

3. Remove the two 1/4” bolts holding the coil to the bracket.

4. From the left side of the bike, angle the front of the loose
coil toward you and slide the cover over the coil and then
back into the frame.
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5. Place the cover and coil behind the mounting bracket. Place
the new back side cover on the back side of the coil. Reinstall
the two 1/4” bolts through the cover, the bracket and the back
side cover and thread into the OEM nut plate and tighten.

6. Reinstall and tighten button-head screw into the ignition
switch housing.

7. Reinstall the gas tank, fuel line, mounting bolts (tighten to
correct torque specifications) and the vent tube.

PROCEDURE FOR DRESSERS:
1. Remove seat and tank mounting hardware.

2. CAUTION:      Very carefully lift and slide tank up and back
to gain access to coil. Support tank with a block of wood or
reinstall front mounting bolt to support tank above the frame.
To be completely safe, remove the tank.

3. Remove spark plug wires from coil and remove two 1/4” bolts
that hold the coil to the mounting bracket.

4. Slide the cover over the coil and reinstall the two 1/4” bolts
through the cover, the coil and mounting bracket. (The
provided back side cover is not needed on dressers.) Thread into
the OEM nut plate and tighten.

5. Reinstall spark plug wires, gas tank and seat.

CAUTION:      Before operating motorcycle, be sure all
hardware is tight and that all fuel connections are checked 
for leaks.
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