
Thank you for purchasing this Arlen Ness product. We believe that our products are the very best available and are engineered
to provide a lifetime of use. Our 90° chrome air cleaner makes a truly unique custom statement, adds style and of course, per-
formance. Basic hand tools and a service manual applicable to your model of motorcycle are all that is necessary to complete the
installation. If you ride a custom-built bike, please call our Technical Assistance department and they will be able to recommend
the best service manual to use with your motorcycle.

90° CHROME AIR FILTER KIT

MAINTENANCE TIP: To keep your new chrome air cleaner looking we recommend applying a high-quality chrome polish
to it every time you detail your motorcycle. Clean the and re-oil the element at regular service intervals.
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BILL OF MATERIALS
Part # Quantity Description
18-483-1 1 "Big Sucker" backing plate
18-488U 1 Air filter, 90° air filter kit
18-490-1 1 Cast elbow manifold, chrome
18-490-2 1 Elbow air filter front cover
18-500-2 2 "Big Sucker" banjo bolt, Evolution models
18-500-3 2 "Big Sucker" banjo bolt, Twin Cam models
18-500-5 1 Gasket, "Big Sucker" air filter
H-002 1 Loctite removeable threadlocker
H-023 2 Washer, .875” O.D.x.510” I.D.x.030”
H-024 4 Banjo bolt o-ring, buna-n
H-654C 3 1/4“ -20 x 1/2“ socket head cap screw, chrome
H-654Z 1 1/4“ -20 x 1/2“ socket head cap screw, zinc
H-348ZB 1 1/4“ flat washer, SAE, zinc

STEP 1: Begin by removing the existing air cleaner and backing plate
following the procedure listed in the appropriate service manual for your
year and model of motorcycle. Clean the flange of the carburetor as well
as the bosses on the cylinder heads. Install the adhesive-backed gasket
supplied in this kit on the carburetor by peeling away the protective back-
ing away and placing it on the carburetor. Four o-rings are included to
seal the backing plate.To keep them in place during installation, apply
a small amount of grease in the o-ring grooves as shown. Keep an eye
on them while you position the backing plate to ensure all four o-rings
are positioned correctly.

STEP 2: Install the banjo breather bolts using the washers supplied
with this kit. Apply sealing paste such as Loctite, ARP thread sealant to
the banjo bolts and screw them into the heads. Tighten the banjo bolts
to the specifications listed in the appropriate service manual for your
year and model of motorcycle.
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90° CHROME AIR FILTER KIT

STEP 3: A zinc-plated 1/4“ -20 x 1/2“ socket head cap screw and
washer are used to secure the front cover for the air filter element. Use
Loctite 242 Blue on the threads of this screw and install as shown,
torquing to 6-8 lbs/ft. Next, slip the supplied hose clamp over the
open end of the air filter element.

STEP 4: Now place the air filter element on the cast elbow manifold
and tighten the hose clamp around the air filter element to hold it in
place. As shown, there is an access hole in the elbow manifold.
Tighten clamp securely.

STEP 3: The backing plate has six different mounting holes which
allows the elbow manifold to be clocked in a variety of ways. Choose
which position works best for you and use the three chrome 1/4“ -20 x
1/2“ socket head cap screws to secure the manifold to the backing
plate. Use Loctite 242 Blue on the threads and torque to 6-8 lbs/ft.
Check clearance between your right leg and the air filter before test
riding.


