
Softail Adjustable Lowering Kit Instructions 
For 2000-2009 HD Softail Models only 

 

1.) With a motorcycle jack or floor jack, lift enough weight off rear wheel only so 
that the existing shock absorbers can be removed with ease. Using your factory 
service manual follow the directions to remove both shock absorbers. 
 
2.) With a press, compress shock shaft and remove retaining ring. For safety 
reasons, be sure to use a screwdriver or similar tool to remove retaining ring. 
Once the ring has been removed, slowly relieve pressure on the shock and allow 
it to fully extend. 
 
3.) After removing the shock absorber from the press, remove the spring and 
cover. 
 
4.) Place 1 adjustable lowering kit in a vise with protective jaws. Thread the 
shock onto the adjustable lowering kit. Gripping the flats of the shock absorber 
shaft with an end wrench properly torque both parts to 30 ft lbs. (Use Loctite) 
Duplicate steps 2-4 on the other shock. 
 
5.) Install rear shock mount hardware for installation on the bike. Thread qty 1 
hex-nylock 1/2 down each of the lowering shafts. Measure the length of each 
shock from the eye to the nylock on the lowering shaft to make sure they are 
even, if not adjust accordingly.    
 
6.) Install completed shocks from step 5 using the factory service manual that 
correspond with your bike. After all above steps are complete, final ride height 
can be adjusted by moving the nylock nut on the lowering kit. Outward will make 
the shock longer LOWERING the bike & moving the nylock nut inward makes the 
shock SHORTER, RAISING the bike. 
 
Note: We recommend applying Loctite to all fasteners during installation. 
 

WARNING:  Installing a lowering kit will decrease initial ground clearance. The 

motorcycle will be lower to the ground and care should be taken to avoid bottoming, 

especially over bumps or in turns. To maintain proper balanced geometry, the front and 

rear of the motorcycle should be lowered equally. Failure to properly install the lowering 

kit and operate the motorcycle after installation may result in serious injury or death to 

the rider.  

 

LIMITED GUARANTY:  Because we cannot control the application of our products, 

buyer assumes risks for any and all damage caused to him or herself or any third party by 

virtue of any failure of these parts. Guaranty for such parts is limited to our replacement 

costs thereof. This guaranty is in lieu of all other guaranties or warranties express or 

implied, and all other such guaranties or warranties are hereby expressly disclaimed. By 

installation of these parts, buyer irrevocably agrees to the foregoing. 


