
ATTENTION INSTALLER: (if other than owner): 
Please forward this instruction sheet to the purchaser of this
product. These instructions contain valuable information
necessary to the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing Drag  Specialties Kickstand
Extension on 84-98 FLTC, FLHTC, FHLS models and all
86-98 FXST, FLST models. Review instructions carefully
before beginning, as they contain important information.
Please retain for future reference.

Particularly important information is distinguished in 
these instructions by the following notations:

NOTE: A NOTE provides key information to make 
procedures easier or clearer.

CAUTION:  A CAUTION indicates special procedures
that must be followed to avoid damage to the motorcycle.

WARNING!: A WARNING indicates special procedures
that must be followed to avoid injury to a motorcycle operator
or person inspecting or repairing the motorcycle.

TOOLS REQUIRED:
center punch 1/8” drill bit
1/4” drill bit electric drill
3/16” hex key 7/16” combination wrench

PROCEDURE:
1.  Prop bike up so kickstand can be extended and retracted,
without restriction.

WARNING!: Securely block or strap the bike in this
position so it can not fall over.

2.  With kickstand in the “up” position, place the extension
on the upper flat section, approximately 1/2” from the bend
line between the two flat sections. Extension should not
touch the primary cover.
3.  Hold the extension in place and move the kickstand to
the “down” position, making sure it doesn’t contact the
footboard. Adjust as needed.
4.  Mark the position of the hole on the kickstand, remove
the extension and place wood blocks under the kickstand.
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5.  Center punch your mark and drill a 1/8” pilot hole, being
careful to keep the drill from wandering.

NOTE: Use a slow drill speed and cutting oil.

6.  Redrill with 1/4” drill and install the extension with the
provided bolt and locknut. Tighten to 8 ft-lbs. of torque.
7.  Remove wood blocks and move kickstand/extension up
and down, checking for clearance.

WARNING!: With the kickstand in the “down” position,
carefully remove blocks or straps holding the bike.

WARNING!: This extension is only intended to improve
access to the kickstand. It is not to be used as an indicator of
the kickstand’s position (up or down). Always to make sure
the kickstand is in the forward locked position when parking
or fully retracted before moving away from a parked position.

WARNING!: Before operating motorcycle, be sure all
hardware is tight.
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