
4. Remove barbed fitting from the drain and reinstall using
pipe thread sealant. Install the oil drain hose using the OEM
hose clamp.

5. Install the Oil Drain on top of the transmission mounting
plate, facing the rear of the bike, using the OEM hardware.
Torque to the recommended OEM specification.

6. Remove and reinstall the drain plug using pipe 
thread sealant.

7. Refill the oil tank and check for leaks.

WARNING: Before operating motorcycle, be sure all
hardware is tight.

FXST and FLST are trademarks of the Harley-Davidson
Motor Company, Inc., Milwaukee, WI, USA

ATTENTION INSTALLER: (if other than owner): 
Please forward this instruction sheet to the purchaser of this
product. These instructions contain valuable information
necessary to the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing the Drag/Hotop Billet
Aluminum Oil Drain.

Review instructions carefully before beginning, as they contain
important information. Please retain for future reference.

Particularly important information is distinguished in 
these instructions by the following notations:

NOTE: A NOTE provides key information to make 
procedures easier or clearer.

CAUTION:  (shaded) A CAUTION indicates special
procedures that must be followed to avoid damage to the
motorcycle and/or accessories.

WARNING: (boxed and shaded) A WARNING indicates
special procedures that must be followed to avoid injury to a
motorcycle operator or person inspecting or repairing 
the motorcycle.

TOOLS REQUIRED:

9/16” combination wrench
7/32” hex key or driver
Straight blade screwdriver 
Torque wrench

PROCEDURE:

1. Warm up and drain the oil according to the OEM
Service Manual. Discard the OEM drain plug.

2. On bikes running wide tires with offset transmissions,
remove the right rear transmission mounting plate bolt.
On stock bikes it is best to use the center hole in the
transmission mounting plate to keep the drain 
from turning.

3. Hold the Oil Drain in its approximate position and
trim the drain hose to fit without kinking the hose.
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