
 
 
 
 
 
 

 
 

V-Star 1100 “BIG AIR” FILTER ASSEMBLY KIT 
BA-2041-00/-03/-06/-07 

 
NOTE:  WE RECOMMEND INSTALLATION OF THIS  KIT BE PERFORMED BY A QUALIFIED MOTORCYCLE TECHNICIAN 

CAUTION!  READ ALL INSTALLATIONS  PRIOR TO INSTALLING THIS FILTER ASSEMBLY 
 

Parts List: 
Filter Cover Plate/Filter Backing Plate/ K&N Air Filter 
(1) mounting arm  (1) 6x12mm chrome cap screw 
(1) steel mounting post (1) M6 chrome washer 
(1) oil vent line  (2) ¼-28x2-1/2 SS button-head screws 
(2) ¼” lockwashers (1) M5x10mm SS button-head screw 
(1) ¼ -20 nut  (1) M5 SS washer 
(1) M6 fender washer (1) zip tie 

foam filter material 
 
The Baron Big Air Kit (BAK) comes partially assembled.  The front decorative cover, K&N filter and backing plate are pre-assembled and there is 
no reason to disassemble them at this time.  When disassembling this unit for any reason it is necessary to use blue Loctite when re-assembling. 
 
Provided our needle & jet kit has already been installed according to our instructions, the following directions will provide the information 
necessary to properly install Baron’s Big Air Filter assembly.  With your fuel tank removed you can begin the installation process as outlined 
below. 
 
Loosen the clamps holding the snorkel (“S” shaped air tube) connecting the stock air filter housing to the black plastic airbox above carbs. Remove the two 
allen-head cap bolts that hold the stock air filter housing to the engine and remove the stock air filter housing. Remove the snorkel. 
 
Install the snorkel onto the backing plate of your new BAK filter assembly and secure the clamp. Install the supplied chrome BAK mounting bracket to the rear 
of the backing plate with supplied flat-head allen screw. Use Loctite on this screw. Install the supplied standoff post into the backing plate in the threaded hole 
provided. Use Loctite on this post.  
 
Insert the post on the BAK air filter in the grommet on the side of the engine and secure with supplied ¼ -20 nut and washer. Slide the snorkel onto the air 
inlet on the black plastic airbox above carbs. Install air filter mounting bolt (M6 x 12mm) through chrome bracket and tighten. Now tighten snorkel clamp at air 
inlet on the black plastic airbox. 
 
NOTE: V-Star 1100s are prone to excessive oil blowby from the crankcase vent that extends from the front cylinder head to the black airbox above carbs. To 
prevent excess oil deposits from leaking down into the BAK filter assembly and blowing out the filter, you must install the supplied Oil Vent Tube and Foam 
Filter Element into the airbox per the instructions below. 
 
Loosen the (8) screws and (1) frame bolt holding the top of the black plastic airbox and remove top half. Insert supplied oil vent tube into crankcase breather 
inlet found at front of airbox. Route this tube toward rear of airbox and secure to rear air horn with supplied zip tie as shown in photos on reverse side of this 
document. Install supplied breather foam in rear section of airbox under end of oil vent tube. Trim foam with scissors as required for a proper, snug fit. 
Reinstall top half of airbox and tighten frame bolt and all screws. Barons recommends the foam filter element be removed and cleaned at each air filter 
cleaning. 

Check all linkages for interference, check all hoses for kinks, check all bolts and hardware for tightness.  Check throttle action for smooth 
operation. 
 
Reinstall the fuel tank. You are ready to ride.  Perform final idle mixture screw adjustment per instructions supplied with Baron’s Jet Kits. 
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Revision 1.0  (7/03) 
Our install guides provide a basic outline on the proper installation of our products. Further tuning and/or fitment 
may be required. Baron bears no responsibility on installation costs associated with this product. 
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