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*  Cobra recommends you always wear a helmet while riding. Please never operate your motorcycle while under  
 the influence of alcohol and/or drugs. Enjoy the new look of your motorcycle and please ride safely.  

Items Supplied > 

1 - Bolt Cover 
1 - Mount Bracket 
1 - M6 x 16mm Buttonhead Bolt 
1 - 10 (32) x 3/8 Setscrew 

Application(s) > 

SUZUKI C109R   2008-2009 

Instruction Manual > 

Read all instructions carefully before installing your new Cobra product!  
Your drive shaft bolt cover will install in just a few minutes using common tools.  

1. Remove the stock acorn nut from the lower drive shaft stud. Save acorn nut for later use but discard 
the stock washer. 

2. Install supplied mounting bracket over the exposed stud using the stock acorn nut. Orient the bracket 
so the tab rests against the casting (you will need to hold the bracket in position as you fully tighten 
the acorn nut to factory torque specifications, preventing the mount bracket from rotating.) Refer to 
diagram below.  

3. Install bolt cover over the drive shaft bolts and align the hole in the bolt cover with the threaded PEM-
nut on the mount bracket. Insert the supplied M6 x 16mm buttonhead bolt and loosely tighten. 

4. Align the bolt cover and tighten the supplied setscrew against the upper drive shaft acorn nut. Fully 
tighten the supplied M6 x 16mm bolt. 

5. This cover works in conjunction with (or without) the Cobra Drive Shaft Cover (Part #06-0852). Check 
the setscrew and M6 bolt periodically to make sure the cover remains secure to the motorcycle. 
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