
ATTENTION INSTALLER: (if other than owner): 
Please forward this instruction sheet to the purchaser of this
product. These instructions contain valuable information
necessary to the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing the trunk rack for a GL1800;
DS-710210.

Review instructions carefully before beginning, as they
contain important information. Please retain for 
future reference.

Particularly important information is distinguished in 
these instructions by the following notations:

NOTE: A NOTE provides key information to make 
procedures easier or clearer.

CAUTION:  A CAUTION indicates special procedures
that must be followed to avoid damage to the motorcycle
and/or accessories.

WARNING!: A WARNING indicates special procedures
that must be followed to avoid injury to a motorcycle operator
or person inspecting or repairing the motorcycle.

3. Mark the position of the 4 mounting legs on the trunk lid.

NOTE: You may find it easier to locate the correct mounting
position if you place masking tape under the area of the 4
mounting legs before marking.  Leave this tape on the trunk lid
until all drilling operations have been completed.

4. Open the trunk and remove the 13 screws securing the inner
trunk lid.  Set aside the inner trunk lid.

5. Check the inside of the trunk lid to make sure that there 
is no obstructions in the area that you will want to drill the
mounting holes.

6. Close the trunk lid and carefully drill the 1/4” mounting holes.
You may find it easier if you start with a 1/8” pilot hole and then
increase the size of the hole to 1/4”.

7. Remove the tape from the trunk lid and carefully set the
trunk rack on the trunk lid.  Recheck the alignment of 
the holes.

8. Take the four button head Allen screws and place the flat
washer on next to the button head.  Then place a rubber washer
on the button head screw.

9. Working carefully one leg at a time, place a cupped washer 
on the leg, followed by a rubber gasket.  Place the button head
screw with the flat washer and a rubber washer through the hole
in the trunk cover and then through the second rubber gasket,
the cup washer and screw it into the trunk rack.  Tighten finger
tight only at this time.

10. Repeat the above operation for the remaining three rack legs.

11. After all four screws are finger tight, once again check the
alignment of the trunk rack to the trunk lid.  It may be possible
to slightly realign the rack if needed.

12. Tighten the four mounting screws securely.

CAUTION: We do not recommend the use of thread locking
adhesives when installing items on motorcycle body parts.
These adhesives have been known to react with the composite
body materials and cause cracking.

13. Install the trunk lid inner cover.

14. Check for proper trunk lid operation.

WARNING!: Before operating motorcycle, be sure all
hardware is tight

TOOLS REQUIRED:
Drill
1/4” Drill bit
4mm Hex key

PARTS LIST:
Description Quantity
Chrome trunk rack 1
Button head Allen screw 4
Chrome cup washer 4
Flat washer 4
Rubber seal washer 8

PROCEDURE:
1. Clean the top of the trunk removing any dust or dirt present.

2. Place the trunk rack in position, making sure that it is
centered from left to right.  Make sure that it is placed as far
forward as possible. 

CAUTION: Make sure that the trunk rack will not interfere
with any other accessories that may be added at this time or in
the future.
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