
HANDLEBAR RISERS FOR YAMAHA  ROADLINER AND STRATOLINER ALL YEARS 
# XV19017 

 
1. Remove the windshield if your model is so equipped.  
2. Locate the brake hose junction block relocation bracket and two 6mm bolts supplied. Refer to photo 

(1A). Remove the 6mm bolt from the brake hose junction block on the bottom side of the steering 
head. Install the supplied bracket with the bend facing upward onto the steering head using the 
shorter of the two 6mm bolts. Bolt the junction block onto the bracket using the longer supplied 
6mm bolt and tighten both securely. 

3.  Refer to photo (2). On models equipped with a windshield remove the windshield support bracket 
(2A) (two 8mm Allen bolts on the front). Refer to  (2B) and remove the brake hose from the wire 
guide clip. Refer to (2C) and remove the brake hose from the clip on the handlebars. Remove clip 
from the handlebars then remove the other clip from the brake hose and throttle cables. Refer to 
(2D) the brake hose fitting at the master cylinder needs to be rotated forward as far as possible. 
Using A 6mm Allen wrench carefully loosen the bolt just enough to allow the fitting to rotate 
forward up against the edge of the master cylinder. Tighten the bolt securely. Using the two cable 
ties supplied secure the throttle cables to the brake hose at 6” and 12” from the master cylinder. 
Reinstall the windshield support bracket routing the hose and cables as shown in photo (2) being 
sure they are free to move between the fork cover and the bracket. 

4. Remove the ignition switch/ headlight top cover (four Allen screws). Pull the two wire looms out 
from the back of the headlight housing approximately two inches. To gain this additional slack it bay 
be necessary to remove the headlight from its housing and untangle these wires and their 
connectors from others inside the headlight housing. After obtaining the additional slack in the wires 
replace the headlight/ignition switch cover. 

5. Using a heavy blanket folded several times cover the gas tank to prevent any scratches or dents 
while the handlebars are loose and the risers are being changed. It will help to have another person 
during this next step to hold the handlebars while they are loose and the risers are being changed. 
Using a 14mm socket remove the riser mounting nuts and washers located on the bottom side of 
the upper steering head. Remove the four chrome plastic plugs from the handlebar clamps 
mounting bolts Remove the four 8mm Allen bolts (6mm wrench) from the handlebar clamp. 
Remove the handlebars from the risers and lay them on the blanket. Remove the riser block from 
the steering head.  

6. Using the two large rubber washers supplied place one of the washers over each of the riser 
mounting bolt holes in the upper steering head. Locate the two supplied 10 x 65mm bolts, 10mm 
washers and lock washers. Place the lock washers then the flat washers onto the bolts. While 
holding one of the new risers in place on the steering head install a bolt with washers into the hole 
in the steering head from the bottom up and thread it into the riser until snug. Install the other riser 
in the same manner. 

7. Locate the riser caps and four 8 x 30mm Allen bolts supplied. Place the handle bars up onto the 
risers. Set one of the caps in place and install two of the bolts thru the riser from the bottom up and 
thread them into the cap until snug. Install the remaining cap in the same manner. Check to see 
that the handlebars are centered on the risers left to right (the knurled lines on the handlebars 
should not be showing). While holding the handlebars at the desired height tighten the front bolts 
first so that there is not a gap between the riser and cap, if necessary loosen the rear bolt to close 
the gap fully then tighten the rear bolts securely (18-22 ft lbs.). Tighten the two 10mm (17mm 
socket) riser mounting bolts securely (28-32 ft lbs.) 

8. Check to see that the throttle returns freely and that the cables and hoses do not bind when the 
steering is turned full left and right. Recheck all fasteners for tightness. Replace the windshield. 

 
 
 



 
 
 

 
 

RIVCO  Products, 440 S Pine Street, Burlington, WI 53105 
262.763.8222   rivcoproducts.com 

A 

A 

B 

D

C 

1 

2 


