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UNIVERSAL 
CIGARETTE LIGHTER

P/N DS-272320
INSTALLATION INSTRUCTIONS

Box 9336, Minneapolis, MN 55440

NOTE: Be sure water drain hole in male 
portion is facing downwards to allow water 
to drain from lighter.

3.  Attach spade connector with wire provided to the
ground terminal on female portion of lighter and connect
remaining end of wire to a good ground.

4.  Attach plug-in connector with wire supplied to
positive terminal of lighter and connect to the in-line
fuse holder using connectors provided.

NOTE: Locate fuse holder so it is easily accessible.

5.  Route a wire from the remaining end of fuse holder
directly to positive terminal on battery.

WARNING:
When routing wires, special care should be taken to
neatly conceal wire and to avoid pinching or interference
with any operation controls, turning radius of forks,
brakes, wheels, hot exhaust, etc. Wire should be secured
by use of tie-wraps or electrical tape.

NOTE: Whenever possible follow the same routing as
existing factory-installed wiring.

WARNING:
Before riding motorcycle, be sure all hardware is securely
tightened and wiring is routed neatly and safely.

Revised 1-96

ATTENTION INSTALLER: (if other than owner):
Please forward this instruction sheet and warranty card
to the purchaser of this product. These instructions also
contain valuable information necessary to the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing the Universal
Cigarette Lighter onto most motorcycle models.
Review instructions carefully before beginning, as they
contain important information. Please maintain for
future reference.

Particularly important information is distinguished in
these instructions by the following notations:

NOTE: A NOTE provides key information to make
procedures easier or clearer.

CAUTION: (shaded) A CAUTION indicates special
procedures that must be followed to avoid damage to
the motorcycle.

WARNING: (boxed and shaded) A WARNING
indicates special procedures that must be followed to
avoid injury to a motorcycle operator or person
inspecting or repairing the motorcycle.

TOOLS REQUIRED:

1 - Electric drill
1 - 3/8” drill bit (or 7/8” hole saw)
1 - Round file or die grinder
1 - Wire crimpers

PROCEDURE:

1.  Lighter assembly may be installed in any convenient
place in fairing or fairing lower, provided there is
enough room inside mounting area for rear portion of
lighter, and you must be able to screw on rear portion 
of lighter.

2.  After locating desired position and checking for
proper clearance for lighter, drill a 7/8” mounting hole
with hole saw. If a hole saw is unavailable, drill a 3/8” or
larger pilot hole and enlarge to 7/8” with a round file or
die grinder. Install the male portion of lighter 
with flat rubber gasket and screw on female 
portion snugly.

DRAG SPECIALTIES


