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Installation Instructions: Chain Drive Camshaft for  
2017 Harley-Davidson® Milwaukee Eight® Engines

WARRANTY:

All S&S parts are guaranteed to the original purchaser to be free of 
manufacturing defects in materials and workmanship for a period of twelve 
(12) months from the date of purchase. Merchandise that fails to conform to 
these conditions will be repaired or replaced at S&S’s option if the parts are 
returned to us by the purchaser within the 12 month warranty period or within 
10 days thereafter. 

In the event warranty service is required, the original purchaser must call or 
write S&S immediately with the problem. Some problems can be rectified by a 
telephone call and need no further course of action. 

A part that is suspect of being defective must not be replaced by a Dealer 
without prior authorization from S&S. If it is deemed necessary for S&S to 
make an evaluation to determine whether the part was defective, a return 
authorization number must be obtained from S&S. The parts must be packaged 
properly so as to not cause further damage and be returned prepaid to S&S 
with a copy of the original invoice of purchase and a detailed letter outlining 
the nature of the problem, how the part was used and the circumstances at the 
time of failure. If after an evaluation has been made by S&S and the part was 
found to be defective, repair, replacement or refund will be granted.

ADDITIONAL WARRANTY PROVISIONS: 

(1) S&S shall have no obligation in the event an S&S part is modified by any 
other person or organization.

(2) S&S shall have no obligation if an S&S part becomes defective in whole or 
in part as a result of improper installation, improper maintenance, improper 
use, abnormal operation, or any other misuse or mistreatment of the S&S part.

(3) S&S shall not be liable for any consequential or incidental damages resulting 
from the failure of an S&S part, the breach of any warranties, the failure to 
deliver, delay in delivery, delivery in non-conforming condition, or for any other 
breach of contract or duty between S&S and a customer. 

DISCLAIMER:

Many S&S parts are designed for high performance, closed course, racing 
applications and are intended for the very experienced rider only. The 
installation of S&S parts may void or adversely affect your factory warranty. 
In addition such installation and use may violate certain federal, state, and 
local laws, rules and ordinances as well as other laws when used on motor 
vehicles used on public highways.  Always check federal, state, and local laws 
before modifying your motorcycle. It is the sole and exclusive responsibility 
of the user to determine the suitability of the product for his or her use, and 
the user shall assume all legal, personal injury risk and liability and all other 
obligations, duties, and risks associated therewith.

NOT LEGAL FOR SALE OR USE IN CALIFORNIA ON ANY POLLUTION 
CONTROLLED MOTOR VEHICLES

IMPORTANT NOTICE:

Statements in this instruction sheet preceded by the following words are of 
special significance.

WARNING

Means there is the possibility of injury to yourself or others.

CAUTION

Means there is the possibility of damage to the part or motorcycle.

NOTE

Other information of particular importance has been placed in italic type.

S&S recommends you take special notice of these items.

SAFE INSTALLATION AND OPERATION RULES:

Before installing your new S&S part, it is your responsibility to read and follow 
the installation and maintenance procedures in these instructions and follow 
the basic rules below for your personal safety.

 • Gasoline is extremely flammable and explosive under certain conditions 
and toxic when breathed. Do not smoke. Perform installation in a well 
ventilated area away from open flames or sparks. 

 • If motorcycle has been running, wait until engine and exhaust pipes have 
cooled down to avoid getting burned before performing any installation 
steps.

 • Before performing any installation steps, disconnect battery to eliminate 
potential sparks and inadvertent engagement of starter while working 
on electrical components. 

 • Read instructions thoroughly and carefully so all procedures are 
completely understood before performing any installation steps. 
Contact S&S with any questions you may have if any steps are unclear or 
any abnormalities occur during installation or operation of motorcycle 
with an S&S part on it.

 • Consult an appropriate service manual for your motorcycle for correct 
disassembly and reassembly procedures for any parts that need to be 
removed to facilitate installation.

 • Use good judgment when performing installation and operating 
motorcycle. Good judgment begins with a clear head. Don’t let alcohol, 
drugs or fatigue impair your judgment. Start installation when you are 
fresh.

 • Be sure all federal, state and local laws are obeyed with the installation.
 • For optimum performance and safety and to minimize potential damage 

to carb or other components, use all mounting hardware that is provided 
and follow all installation instructions.

 • Motorcycle exhaust fumes are toxic and poisonous and must not be 
breathed. Run motorcycle in a well ventilated area where fumes can 
dissipate.
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Special Tools Required

• Harley-Davidson® sprocket locking tool H-D® #42314

• Harley Davidson cam bearing removal and installation tool H-D 
#42325-4

Disassembly

1. Disconnect negative battery cable or pull main fuse to eliminate 
potential sparks and inadvertent engagement of starter while 
working on motorcycle.

2. Remove exhaust system and right floor board. Refer to factory 
service manual for procedure.

3. Remove spark plugs and pushrod cover clips. Collapse pushrod 
covers to expose pushrods.

4. If you wish to save the stock pushrods, follow the procedure in the 
Harley-Davidson® service manual for pushrod removal. However, 
stock pushrods may be cut out of the engine to save time, and 
replaced with S&S Quickee pushrods with no top end disassembly. 
See step 5. 

5. If stock pushrods are to be cut out, safely elevate and stabilize rear 
of motorcycle. Place transmission in high gear. Turn rear wheel to 
rotate engine until both lifters and pushrods for either cylinder are 
at lowest point on camshaft (TDCC – Top Dead Center Compression). 
Both intake and exhaust pushrods for that cylinder will rotate with 
light finger pressure because the valves are both closed and the 
pushrods will not be under pressure from the valve springs. Cut 
pushrods for cylinder that is at TDCC with bolt cutter and remove 
pushrods and pushrod covers from engine. Rotate engine to place 
pushrods for other cylinder at their lowest point (TDCC). Cut and 
remove remaining pushrods.  

NOTE: Be sure to heed cautions and warnings in these instructions. If stock 
pushrods are cut out, we suggest that they be replaced with S&S Quickee 
pushrod kit #930-0123.

CAUTION

Cutting pushrods with a saw or cutoff wheel may result in debris 
entering engine, causing extensive engine damage not covered 

under warranty.

WARNING

Cutting pushrods when they are under spring pressure can result 
in pushrod parts being ejected with considerable force, and can 
cause bodily injury. Make sure piston is at TDCC.

6. Following procedures in factory service manual, remove cam cover, 
chain drive sprockets and drive chain, and cam support plate. 
Remove camshaft. Tappets will generally remain in place, held by 
the plastic tappet alignment plate in tappet covers. Otherwise a 
magnetic tappet lifter may be used.

NOTE - While it is not generally necessary to remove the oil pump during 
cam installation, for high mileage engines or if the oil pump is removed 
for another reason, replace the crankcase scavenge o-ring with the o-ring 
supplied in the kit.  See Picture 1.

Picture 1

7. If removed, reinstall the oil pump per procedure in factory service 
manual.

Inner Cam Bearing Removal 

NOTE – Before the first cam bearing installation with a new installation 
tool, it may be helpful to install the plate on an engine before removing 
the stock bearing, and run the installation tool in until it touches the stock 
bearing. Mark the position on the threaded shaft of the installer for future 
reference.

1. A special full complement inner cam bearing is included in the 
kit. This is a bearing has more rollers than the stock bearing. It is 
highly recommended that the stock bearing be replaced with this 
bearing. Harley Davidson cam bearing removal and installation 
tool H-D #42325-4 or equivalent is required.

2. Ensure that the expander rod in the collet is loose, and push the 
collet through cam bearing.  See Picture 2.

Picture 2 

CAUTION

Make sure the collet has been inserted all the way through the 
inner cam bearing and grips the rear edge of the bearing shell. See 
Picture 3. If the collet is expanded with the back edge inside the 
bearing, it can allow the needle bearings to escape, potentially 
necessitating complete engine teardown.
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Picture 3 

3. Slide the plate over the collet, and attach the plate to the surface of 
the cam chest. See Picture 4.

Picture 4

4. Expand the collet by holding the collet shaft with a 7/16” wrench 
and turning the threaded expander rod with another 7/16” wrench.

5. Install the collet bearing, washer and nut on the collet shaft, 
and hold the collet shaft with a 7/16” wrench and turn the nut 
with a 15/16” wrench to pull the bearing out of the crankcase.  
See Picture 5.

Picture 5

Inner Cam Bearing Installation

1. Calculate the installed depth of the cam bearing.

a. Measure the thickness of the bearing installation plate. 

b. Add the thickness of the plate to 3.750”. Record this number as 
the installed depth of the cam bearing ±.020”.

2. Thread the bearing installation tool into the threaded hole in the 
plate.

3. Place the new bearing on the installation tool with the numbers 
toward the flange off the tool. The number side of the bearing faces 
outward when installed in the engine. Apply press lube or engine 
oil to the bearing shell.

4. Install the plate on the cam chest of the engine. It is sometimes 
helpful to leave the plate fasteners a little loose until the bearing is 
centered and started in the bore in the crankcase.

5. Snug up the mounting bolts holding the plate to the crankcase 
once the bearing is centered. Turn the installer tool with a 15/16” 
wrench to start the bearing in the crankcase bore. 

6. Continue to press the bearing into the crankcase until the outer 
surface of the bearing is flush with crankcase surface. 

7. Remove the installer tool from the plate, and use a caliper to 
measure the distance from the outer surface of the plate to the 
outer edge of the bearing. Subtract this value from the installed 
depth value calculated earlier. This is how much farther the bearing 
must be pressed into the case. See Picture 6.

Picture 6

8. Reinstall the installer tool. Snug it up to the bearing. 

9. Measure the height of the hex portion of the tool from the outer 
surface of the plate. See Picture 7. Subtract the distance that 
bearing must still be pressed in from the height of the hex from the 
plate. Note this dimension.

Picture 7
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10. Turn the installer tool until the hex is at the height calculated in 
step 9.

11. Remove the installer tool and recheck the bearing installed depth 
as in step 7. This depth should be the same as the calculated depth 
in Step 1 ±.020”. Adjust as needed.

Camshaft Installation

1. Apply assembly lube to the rollers of the inner cam bearing and 
to the cam bearing surface and lobes of the camshaft. Insert the 
camshaft into the inner cam bearing.

2. Apply assembly lube to the outer cam bearing surface of the cam 
shaft.

3. Replace the cam plate to crankcase o-ring. See Picture 8. 

Picture 8

4. Apply assembly lube to the o-ring, and to cam plate bushings and 
thrust surfaces.

5. Slide cam plate over cam and pinion shaft.

HINT- It’s easier to hold the cam in position if the chain sprocket bolt is 
threaded into the end of the cam to use as a convenient handle.

6. Apply blue thread locker to the 4 oil pump bolts and the 6 cam 
plate bolts. Start all screws, but leave loose.

7. Tighten oil pump screws 1 and 2 to 60 in-lb. See Picture 9.
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Picture 9

8. Use the rear wheel of bike to turn the engine one complete 
revolution. 

9. Tighten bolts 3 through 8 to 120 in-lb.

10. Tighten bolts 1, 2, 9, and 10 to 120 in-lb.

11. Turn engine over one full revolution to make sure oil pump does 
not bind. Stop with the flat on the pinion shaft horizontal, facing up 
As shown in Picture 9.

12. Place spacer on camshaft, and install cam and pinion shaft sprockets 
without drive chain. Install sprocket locking tool and tighten to  
15 ft-lb.

13. Spin cam sprocket to make sure the cam turns freely.

14. Lay a straight edge across the teeth of both sprockets as shown in  
Picture 10. Measure difference in alignment between the two 
sprockets with a feeler gauge. Maximum allowable difference in 
alignment is .009”. If more than .009” alignment exists, it must be 
corrected by installing thicker or thinner spacer on camshaft. 

Picture 10

15. Remove cam and pinion sprockets. And assemble both sprockets in 
drive chain. Align timing marks as shown in Picture 11.

Timing Marks

Picture 11

16. Install and chain assembly over cam and pinion shaft. Turn camshaft 
so the wide spline matches the wide space in the sprocket. Make 
sure the timing marks still line up.

17. Apply red thread locker to the pinion and cam sprocket bolts, install 
sprocket locking tool, and tighten sprocket bolts. Cam sprocket 
bolt – 34 ft-lb and pinion sprocket bolt 24 ft-lb.
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18. Apply blue thread locker to chain tensioner bolts, and install the 
chain tensioner as shown in Picture 12. Tighten to 120 in-lb.

Picture 12

19. Apply assembly lube to the cam chain and cam chain tensioner 
shoe.

20. Apply blue thread locker to cam cover screws, and install cam cover, 
gasket, and screws.

21. Tighten cam cover screws to 120 in-lb using sequence shown in 
Picture 13. 
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Picture 11Picture 11Picture 11Picture 13

22. Reinstall stock pushrods according to procedure in factory manual, 
or install S&S Quickee pushrods according to instructions provided.

23. Reinstall exhaust and right floorboard.

NOTE - Installation of performance camshafts requires recalibration of the 
EFI module. S&S recommends the DynoJet® Power Vision® tuner. Call our 
Tech department at 608-627-1497 for calibration recommendations..
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Replacement Parts

1. Gasket Cam Cover M8 ....................................................................................... 310-0911

2. Cam Shaft ............................................................................................................................NA

3. Inner Cam Bearing .......................................................................................... 31-04199-S

4. O-Ring, (-116) .737” ID x .942 OD ,Viton ..................................................... 50-7954-S

5. O-Ring, 11/16 ID x 15/16” OD, Vition ............................................................... 50-8039               
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Installation Instructions: S&S Stealth Air Cleaner Kit for  
2017 Harley-Davidson® Touring Models with Milwaukee Eight™ Engines
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IMPORTANT NOTICE:

Statements in this instruction sheet preceded by the following words are of 
special significance.

WARNING

Means there is the possibility of injury to yourself or others.

CAUTION

Means there is the possibility of damage to the part or motorcycle.

NOTE

Other information of particular importance has been placed in italic type.

S&S recommends you take special notice of these items.

WARRANTY:
All S&S parts are guaranteed to the original purchaser to be free of 
manufacturing defects in materials and workmanship for a period of twelve 
(12) months from the date of purchase. Merchandise that fails to conform to 
these conditions will be repaired or replaced at S&S’s option if the parts are 
returned to us by the purchaser within the 12 month warranty period or within 
10 days thereafter. 
In the event warranty service is required, the original purchaser must call or 
write S&S immediately with the problem. Some problems can be rectified by a 
telephone call and need no further course of action. 
A part that is suspect of being defective must not be replaced by a Dealer 
without prior authorization from S&S. If it is deemed necessary for S&S to 
make an evaluation to determine whether the part was defective, a return 
authorization number must be obtained from S&S. The parts must be packaged 
properly so as to not cause further damage and be returned prepaid to S&S 
with a copy of the original invoice of purchase and a detailed letter outlining 
the nature of the problem, how the part was used and the circumstances at 
the time of failure. If after an evaluation has been made by S&S and the part 
was found to be defective, repair, replacement or refund will be granted.

ADDITIONAL WARRANTY PROVISIONS: 
(1) S&S shall have no obligation in the event an S&S part is modified by any 
other person or organization.
(2) S&S shall have no obligation if an S&S part becomes defective in whole or 
in part as a result of improper installation, improper maintenance, improper 
use, abnormal operation, or any other misuse or mistreatment of the S&S part.
(3) S&S shall not be liable for any consequential or incidental damages 
resulting from the failure of an S&S part, the breach of any warranties, the 
failure to deliver, delay in delivery, delivery in non-conforming condition, or 
for any other breach of contract or duty between S&S and a customer. 

SAFE INSTALLATION AND OPERATION RULES:

Before installing your new S&S part, it is your responsibility to read and 
follow the installation and maintenance procedures in these instructions 
and follow the basic rules below for your personal safety.
 • Gasoline is extremely flammable and explosive under certain conditions 

and toxic when breathed. Do not smoke. Perform installation in a well 
ventilated area away from open flames or sparks. 

 • If motorcycle has been running, wait until engine and exhaust pipes 
have cooled down to avoid getting burned before performing any 
installation steps.

 • Before performing any installation steps, disconnect battery to eliminate 
potential sparks and inadvertent engagement of starter while working 
on electrical components. 

 • Read instructions thoroughly and carefully so all procedures are 
completely understood before performing any installation steps. 
Contact S&S with any questions you may have if any steps are unclear or 
any abnormalities occur during installation or operation of motorcycle 
with an S&S part on it.

 • Consult an appropriate service manual for your motorcycle for correct 
disassembly and reassembly procedures for any parts that need to be 
removed to facilitate installation.

 • Use good judgment when performing installation and operating 
motorcycle. Good judgment begins with a clear head. Don’t let 
alcohol, drugs or fatigue impair your judgment. Start installation when 
you are fresh.

 • Be sure all federal, state and local laws are obeyed with the installation.
 • For optimum performance and safety and to minimize potential 

damage to carb or other components, use all mounting hardware that is 
provided and follow all installation instructions.

 • Motorcycle exhaust fumes are toxic and poisonous and must not be 
breathed. Run motorcycle in a well ventilated area where fumes can 
dissipate.

DISCLAIMER:
Many S&S parts are designed for high performance, closed course, racing 
applications and are intended for the very experienced rider only. The 
installation of S&S parts may void or adversely affect your factory warranty. 
In addition such installation and use may violate certain federal, state, and 
local laws, rules and ordinances as well as other laws when used on motor 
vehicles used on public highways.  Always check federal, state, and local laws 
before modifying your motorcycle. It is the sole and exclusive responsibility 
of the user to determine the suitability of the product for his or her use, and 
the user shall assume all legal, personal injury risk and liability and all other 
obligations, duties, and risks associated therewith.

Exempt from emissions tampering regulations on 2017 touring 
models under CARB EO# D-355-21
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3. Install the three screws in the backplate as illustrated in Picture 4.

Picture 4

1/4" - 20  
Screws  
Installed

NOTE: The screws will thread in with some resistance due to the slight 
interference fit of the threads in backplate.

4. Install the supplied o-ring in groove as illustrated in Picture 5. 
A small dab of grease makes it easier to keep the o-ring in place 
during installation.

Picture 5

5. Locate the two 3/8"-16 breather bolts and the eight rubber coated 
washers. Put one washer on each breather bolt and pass through 
the backplate mounting holes. Install another rubber coated 
washer onto each breather bolt. As illustrated in Picture 6.

Backplate Mount

Breather BoltRubber  
Coated  
Washer

Rubber Coated Washer

Picture 6 

Picture 3

WARNING

 • The safety of the motorcycle rider is dependent of proper 
installation of this product. If you are not certain of your 
capabilities or do not have the correct tools for this installation, 
please consult a shop to have it done. Improper installation of this 
product could result in injury or death to the rider.
 • Be sure to disconnect the battery of your motorcycle before 
starting on this procedure. Accidental starting of the motorcycle 
could cause injury to you or others around you during the 
installation.

Disassembly

Stock Air Cleaner Removal
1. Disconnect the negative battery cable from the motorcycle and 

route it away from any metal parts in the area.
2. Remove the stock air cleaner cover and backplate assembly 

following your service manual for the specific year and model bike 
you are working on.

3. Remove the throttle body support bracket and plastic wiring 
harness retaining clip. Picture 1 illustrates the bracket and clip.

Picture 1

Plastic 
Retaining 
Clip

Support 
Bracket

Installation

Installing the S&S Stealth AC Kit
1. Hold the electrical plug cover on the back side of the air cleaner 

backplate with one hole over the locating boss. Fasten with the 
#10-14 x .375" self-tapping screw provided, in the other hole. As 
shown in Picture 2 

Picture 2

2. Locate the three back plate screws. See Picture 3.

Kit Contents:

• Backplate
• Wiring cover
• Filter
• Filter Top Plate
• 243 Blue Loctite

•  QTY of 3 - ¼" X 20 
Backplate Screws

•  QTY of 2 – 3/8" X 16 
Breather Bolts

•  QTY of 2 – ¼" X 20 
Flanged Button 
Head Screws

•  QTY of 8 – Rubber 
Coated Washers

• Electrical Plug   
 Cover Kit
• Cover Screw
• Backplate O-Ring
• CARB EO# Label
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6. Apply a drop of 243 blue Loctite® to the threads of each screw and 
breather bolt. Picture 7 illustrates all five fasteners that require 
243 blue Loctite.

Picture 7

Apply 243  
Loctite®

7. Fit the backplate to the throttle body and the cylinder heads. Start 
the threads of all the screws and tighten evenly until the backplate 
is snug.

8. Now that the backplate is positioned, finish torque the ¼"-20 
fasteners to 72 in.-lbs. as illustrated in Picture 8.

Picture 8

9. Check between the cylinder head and the backplate for air gaps.

NOTE: A feeler gauge works well for determining the amount of gap, if 
any, between the head and the backplate as illustrated in Picture 9.

Picture 9

10. If a gap less than the thickness of a rubber coated washer is present, 
torque the breather bolts down 10-12 ft.-lbs. If a gap of more than 
the thickness of a rubber coated washer is present, determine 
how much and select the appropriate number of rubber coated 
washers needed to take up the gap.

11. If more than one rubber coated washer is needed between the 
head and backplate, back out the breather bolts and install the 
correct number of rubber coated washers. 

12. Thread the breather bolts in and finish torque breather bolts to 
10-12 ft.-lbs.

13. Locate the filter, plastic filter top plate and the two ¼"-20 flanged 
head fasteners as illustrated in Picture 10.

Filter Top Plate

Filter Flanged Head Screws

Picture 10
14. Apply a drop of 243 blue Loctite® to the threads of each ¼"-20 

flanged head screw and set aside.
15. Hold the filter on the backplate and put the filter top plate on top 

of the filter making sure that the word “Down” is facing down and 
sitting flat on the filter and locked into the groove as illustrated in 
Picture 11.

Picture 11

DOWN

16. Pass the ¼"-20 flanged head screws through the plastic top filter 
plate, thread in and tighten down evenly until snug and then finish 
torque to 72 in.-lbs. as illustrated in Picture 12. 

Picture 12

Torque to 72 in.-lbs.
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17. Remove the 5/16" button head screw from the plastic top filter plate. 
Picture 13 illustrates the button head screw.

Picture 13

5/16" Button Head Cover Screw

18. Attach an S&S air cleaner cover to the stealth air cleaner kit, and 
fasten in place the 5/16" button head screw with 243 blue Loctite 
applied to the threads. Torque to 10 ft.-lbs. A stock Harley-
Davidson® Milwaukee Eight® air cleaner cover may also be 
installed, but Adaptor Kit #170-0352 is required for this installation.

19. Apply the included label containing the CARB EO number to the 
frame down tube above or below the factory label. Do not cover 
up any portion of the factory label. See Picture 14

Picture 14

CARB label here.
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S&S Stealth Air Cleaner Kit  for 2017 Touring Models with  
Milwaukee Eight™ Engines
1. Screw, SHCB, 5/16-18 x .500", Polished, Stainless Steel .....................500-0051
2. Screw, SHC, Flanged Button, 1/4-20 UNC x .750" (Each) .................. 500-0060
3. Plate, Top, Air Filter, Molded, Plastic ......................................................... 170-0026
4. Filter, Air, Tapered, Standard Pleated,  

5.500" x 6.000" x 2.375", Cotton...................................................................170-0126
5. Screw, SHCB, 1/4-20 UNC X .825" (Each) 3 required ............................500-0059
6. Backplate, Air Cleaner, Throttle-by-Wire, Stock Bore, Black, Die Cast, 2017 

Touring, M8 ........................................................................................................ 170-0353
7. Screw, Backplate Vent, SHCB, 3/8-16 x 1-1/2",  

Polished,Stainless Steel (Each) 2 required..............................................170-0045
8. Washer, Flat,.380" x .880" x .024", Nitrile Rubber Coated, 

Cold Rolled Steel (Each) 8 required..............................................................50-7054
9. O-ring, 2.75" ID x 2.875 OD, X 1 /16" Buna, (-039)................................50-8207-S
10. Cover,Electrical Plug,Throttle by Wire,Aluminum 

M8 2017 Touring .............................................................................................170-03525
11. Screw,#10-14 x .375" Long,Plastite ............................................................500-0568



S&S® Cycle, Inc.

14025 Cty Hwy G 
Viola, Wisconsin 54664

Phone: 608-627-1497 • Fax: 608-627-1488
Technical Service Phone: 608-627-TECH (8324)
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Installation Instructions: S&S 4” Slip-On Mufflers For  
2017 Harley-Davidson® Touring Models

IMPORTANT NOTICE:

Statements in this instruction sheet preceded by the following words are of 
special significance.

WARNING

Means there is the possibility of injury to yourself or others.

CAUTION

Means there is the possibility of damage to the part or motorcycle.

NOTE

Other information of particular importance has been placed in italic type.

S&S recommends you take special notice of these items.

WARRANTY:
All S&S parts are guaranteed to the original purchaser to be free of 
manufacturing defects in materials and workmanship for a period of twelve 
(12) months from the date of purchase. Merchandise that fails to conform to 
these conditions will be repaired or replaced at S&S’s option if the parts are 
returned to us by the purchaser within the 12 month warranty period or within 
10 days thereafter. 
In the event warranty service is required, the original purchaser must call or 
write S&S immediately with the problem. Some problems can be rectified by a 
telephone call and need no further course of action. 
A part that is suspect of being defective must not be replaced by a Dealer 
without prior authorization from S&S. If it is deemed necessary for S&S to 
make an evaluation to determine whether the part was defective, a return 
authorization number must be obtained from S&S. The parts must be packaged 
properly so as to not cause further damage and be returned prepaid to S&S 
with a copy of the original invoice of purchase and a detailed letter outlining 
the nature of the problem, how the part was used and the circumstances at 
the time of failure. If after an evaluation has been made by S&S and the part 
was found to be defective, repair, replacement or refund will be granted.

ADDITIONAL WARRANTY PROVISIONS: 
(1) S&S shall have no obligation in the event an S&S part is modified by any 
other person or organization.
(2) S&S shall have no obligation if an S&S part becomes defective in whole or 
in part as a result of improper installation, improper maintenance, improper 
use, abnormal operation, or any other misuse or mistreatment of the S&S part.
(3) S&S shall not be liable for any consequential or incidental damages 
resulting from the failure of an S&S part, the breach of any warranties, the 
failure to deliver, delay in delivery, delivery in non-conforming condition, or 
for any other breach of contract or duty between S&S and a customer. 

SAFE INSTALLATION AND OPERATION RULES:

Before installing your new S&S part it is your responsibility to read and follow 
the installation and maintenance procedures in these instructions and 
follow the basic rules below for your personal safety.

 • Gasoline is extremely flammable and explosive under certain conditions 
and toxic when breathed. Do not smoke. Perform installation in a well 
ventilated area away from open flames or sparks. 

 • If motorcycle has been running, wait until engine and exhaust pipes 
have cooled down to avoid getting burned before performing any 
installation steps.

 • Before performing any installation steps disconnect battery to eliminate 
potential sparks and inadvertent engagement of starter while working 
on electrical components. 

 • Read instructions thoroughly and carefully so all procedures are 
completely understood before performing any installation steps. 
Contact S&S with any questions you may have if any steps are unclear or 
any abnormalities occur during installation or operation of motorcycle 
with a S&S part on it.

 • Consult an appropriate service manual for your motorcycle for correct 
disassembly and reassembly procedures for any parts that need to be 
removed to facilitate installation.

 • Use good judgment when performing installation and operating 
motorcycle. Good judgment begins with a clear head. Don’t let 
alcohol, drugs or fatigue impair your judgment. Start installation when 
you are fresh.

 • Be sure all federal, state and local laws are obeyed with the installation.
 • For optimum performance and safety and to minimize potential 

damage to carb or other components, use all mounting hardware that is 
provided and follow all installation instructions.

 • Motorcycle exhaust fumes are toxic and poisonous and must not be 
breathed. Run motorcycle in a well ventilated area where fumes can 
dissipate.

DISCLAIMER: 

Qualified manufacturer declared U.S. 50-State legal 
emissions replacement part on all 2017 FL Touring  
models

Instruction 510-0462
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Installation Steps

1. Tools Required:

• ½” and 9/16” Combination Wrench

• 3/8” Drive Ratchet with 4” Extension

• ½” Standard Socket

• 9/16” Deep Well Socket

2. Removal of Stock Mufflers:

a.  Remove the saddlebags and set aside

b. Loosen the muffler clamps on the front of each muffler.

c. Remove and discard the 5/16” screws that secure the mufflers 
to the saddle bag supports.  New fasteners are included in the 
hardware kit.

d. Remove the stock mufflers.  The application of penetrating oil 
on the muffler/head pipe joint and a slight rocking motion will 
allow for easier muffler removal. Remove and discard the stock 
muffler clamps. 

3. S&S Muffler Installation:

a. Identify the right and left mufflers. Right muffler has a larger inlet 
then the left muffler. When the muffler is installed, the clearance 
dimple always goes to the inside, toward the axle.  

b. Apply Anti-seize to the threads of the new muffler clamps, 
included in the hardware pack, and install the clamps onto the 
mufflers. The nut of the clamp should be on the inside of the 
muffler and facing down.

c. Slide each muffler onto the correct header pipe. If there are burrs 
on the pipe, removing them with a file or emery cloth will make 
muffler installation easier.

d. Attach rear muffler hanger tabs to mufflers with 5/16” screws and 
washers from the hardware kit, and tighten to 18 ft-lb.

e. Make sure the mufflers are aligned vertically and that the ends 
are even. Tighten the muffler clamps to 40-44 ft-lb.

f. Thoroughly clean the mufflers and exhaust system before 
starting the motorcycle. Any oil residue or finger prints on the 
chrome will cause permanent stains once the system heats up.

g. Re-install the saddle bags.

h. After the first test ride and after the bike has cooled down, re-
check torque of the muffler clamps.

HELPFUL HINTS TO MAINTAIN FINISH OF EXHAUST PIPES AND 
MUFFLERS

• Air filters must be serviced at regular intervals.  

• Intake air leaks can cause engine to run lean and overheat, and thus 
discolor pipes.

• Make sure there are no exhaust leaks at the junction of the cylinder 
head and the exhaust pipe.

• Use fans to ensure that  the exhaust system is not over heated when 
motorcycle is operated on a dyno.

• Avoid long periods of idling.

• Avoid the use of pressure washers, harsh chemicals or abrasive 
cleaners. If water gets into muffler during washing, remove moisture 
to prevent corrosion. Start engine to warm up exhaust system.

Replacement parts for S&S 4” Mufflers - 2017 Touring Models

1. 4” Muffler assembly w/o end cap 
Left, Chrome ............................................................................................... 551-0181 
Right, Chrome.............................................................................................551-0180 
Left, Black .....................................................................................................551-0183 
Right, Black ..................................................................................................551-0182

2. 4” Muffler assembly Slash Down 
Left, Chrome ...............................................................................................551-0185 
Right, Chrome.............................................................................................551-0184 
Left, Black .....................................................................................................551-0187 
Right, Black ..................................................................................................551-0186

3. End Cap (Left and Right).........................................................................551-0188

4. Main baffle assembly 
Left ..................................................................................................................551-0053 
Right ............................................................................................................... 551-0132

5. dB killer baffle (Left and Right) ........................................................... 551-0063

6. Button head cap screw, Stainless, 1/4”-20x3/8” ............................500-0441

7. Socket head cap screw, Stainless, 10-32x3/4” ...............................500-0569

8. Button head cap screw, Stainless, 10-32x3/8” ..............................500-0570

9. Hardware kit, muffler clamps and screws (N/S) 
Left ..................................................................................................................551-0027 
Right ...............................................................................................................551-0148

1
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S&S® Cycle, Inc.

14025 Cty Hwy G PO Box 215
Viola, Wisconsin 54664

Phone: 608-627-1497 • Fax: 608-627-1488
Technical Service Phone: 608-627-TECH (8324)
Technical Service Email: sstech@sscycle.com

Website: www.sscycle.com

Installation Instructions: S&S Stealth Air Cleaner Covers

IMPORTANT NOTICE:

Statements in this instruction sheet preceded by the following words are of 
special significance.

WARNING

Means there is the possibility of injury to yourself or others.

CAUTION

Means there is the possibility of damage to the part or motorcycle.

NOTE

Other information of particular importance has been placed in italic type.

S&S recommends you take special notice of these items.

WARRANTY:
All S&S parts are guaranteed to the original purchaser to be free of 
manufacturing defects in materials and workmanship for a period of twelve 
(12) months from the date of purchase. Merchandise that fails to conform to 
these conditions will be repaired or replaced at S&S’s option if the parts are 
returned to us by the purchaser within the 12 month warranty period or within 
10 days thereafter. 
In the event warranty service is required, the original purchaser must call or 
write S&S immediately with the problem. Some problems can be rectified by a 
telephone call and need no further course of action. 
A part that is suspect of being defective must not be replaced by a Dealer 
without prior authorization from S&S. If it is deemed necessary for S&S to 
make an evaluation to determine whether the part was defective, a return 
authorization number must be obtained from S&S. The parts must be packaged 
properly so as to not cause further damage and be returned prepaid to S&S 
with a copy of the original invoice of purchase and a detailed letter outlining 
the nature of the problem, how the part was used and the circumstances at 
the time of failure. If after an evaluation has been made by S&S and the part 
was found to be defective, repair, replacement or refund will be granted.

ADDITIONAL WARRANTY PROVISIONS: 
(1) S&S shall have no obligation in the event an S&S part is modified by any 
other person or organization.
(2) S&S shall have no obligation if an S&S part becomes defective in whole or 
in part as a result of improper installation, improper maintenance, improper 
use, abnormal operation, or any other misuse or mistreatment of the S&S part.
(3) S&S shall not be liable for any consequential or incidental damages 
resulting from the failure of an S&S part, the breach of any warranties, the 
failure to deliver, delay in delivery, delivery in non-conforming condition, or 
for any other breach of contract or duty between S&S and a customer. 
(4) S&S parts are designed exclusively for use in Harley-Davidson® and other 
American v-twin motorcycles. S&S shall have no warranty or liability obligation 
if an S&S part is used in any other application.

SAFE INSTALLATION AND OPERATION RULES:

Before installing your new S&S part it is your responsibility to read and follow 
the installation and maintenance procedures in these instructions and 
follow the basic rules below for your personal safety. • Gasoline is extremely flammable and explosive under certain conditions 

and toxic when breathed. Do not smoke. Perform installation in a well 
ventilated area away from open flames or sparks.  • If motorcycle has been running, wait until engine and exhaust pipes 
have cooled down to avoid getting burned before performing any 
installation steps. • Before performing any installation steps disconnect battery to eliminate 
potential sparks and inadvertent engagement of starter while working 
on electrical components.  • Read instructions thoroughly and carefully so all procedures are 
completely understood before performing any installation steps. 
Contact S&S with any questions you may have if any steps are unclear or 
any abnormalities occur during installation or operation of motorcycle 
with a S&S part on it. • Consult an appropriate service manual for your motorcycle for correct 
disassembly and reassembly procedures for any parts that need to be 
removed to facilitate installation. • Use good judgment when performing installation and operating 
motorcycle. Good judgment begins with a clear head. Don’t let 
alcohol, drugs or fatigue impair your judgment. Start installation when 
you are fresh. • Be sure all federal, state and local laws are obeyed with the installation. • For optimum performance and safety and to minimize potential 
damage to carb or other components, use all mounting hardware that is 
provided and follow all installation instructions. • Motorcycle exhaust fumes are toxic and poisonous and must not be 
breathed. Run motorcycle in a well ventilated area where fumes can 
dissipate.

DISCLAIMER:
S&S parts are designed for high performance, closed course, racing 
applications and are intended for the very experienced rider only. The 
installation of S&S parts may void or adversely affect your factory warranty. 
In addition such installation and use may violate certain federal, state, and 
local laws, rules and ordinances as well as other laws when used on motor 
vehicles used on public highways, especially in states where pollution laws 
may apply. Always check federal, state, and local laws before modifying your 
motorcycle. It is the sole and exclusive responsibility of the user to determine 
the suitability of the product for his or her use, and the user shall assume all 
legal, personal injury risk and liability and all other obligations, duties, and 
risks associated therewith.

The words Harley®, Harley-Davidson®, H-D®, Sportster®, Evolution®, and all 
H-D part numbers and model designations are used in reference only. S&S 
Cycle is not associated with Harley-Davidson, Inc.

Instruction 510-0226 
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Kit Contents:
• Air Cleaner Cover

 •
WARNING

The safety of the motorcycle rider is dependent of proper 
installation of this product. If you are not certain of 
your capabilities or do not have the correct tools for this 
installation, please consult a shop to have it done. Improper 
installation of this product could result in injury or death to 
the rider.

Installation
Installing S&S® Air Cleaner Covers With Single Center Mounting 
Bolt
1. Attach an S&S air cleaner cover to the stealth air cleaner kit by 

installing the 5/16" button head screw with 243 blue Loctite® applied 
to the threads and torque to 10 ft.-lbs. as illustrated in Picture 1.

2. If your cover comes with a small cap and o-ring, as illustrated in 
Picture 2, apply a small amount of grease to the o-ring and install 
around the center cap groove as illustrated in Picture 3.

3. Push the cap into the air cleaner cover until you feel the cap snap 
into place.

Installing the S&S Muscle Air Cleaner Cover for E&G Carburetors 
using S&S Stealth Air Cleaner Kit

1. This step should only be done if you are installing the S&S Muscle 
cover on an S&S E or G carburetor. Remove the lanyards from the 
supplied gasket by squeezing the rivets on the small end with 
a pair of pliers as illustrated in Picture 4. This gasket will not be 
needed for the installation on the E&G carburetors. 

2. Remove the two flanged head screws from the filter top plate and 
the 5/16" button head screw as illustrated in Picture 5.

3. Install the two threaded pin studs in place of where the flanged 
head screws were removed. A small amount of 243 blue Loctite® 
should be applied to the threads of the pin stud. Picture 6 
illustrates the pin studs.

4. Tighten the pin studs down and make sure the holes are 
horizontal. Picture 7 illustrates the pin studs installed and the 
holes in a horizontal position with the lynch pins installed.

5. If the lynch pins are not sitting straight on the pin studs take this 
time adjust them to the desired location.

6. Remove the lynch pins from the pin studs.
7. Attach the lanyards to the carburetor using the carburetor bowl 

screws pointed out in Picture 8.
8. Remove one screw at a time and tighten down making sure the 

eyelets and cables are pointed outward and not interfering with 
the backplate or the carburetor.

NOTE: Picture 9 illustrates the carburetor without the backplate and 
filter assembly but you should be able to install the lanyards with the 
backplate and filter assembly on the carburetor and attached to the 
motorcycle. 

9. Install the Muscle cover over the pin studs followed by a flat 
washer, a spring washer, a flat washer and the lynch pin. Picture 
10 illustrates the Muscle cover assembled on the motorcycle.

10. Picture 11 illustrates a diagram of the Muscle cover and parts 
assembly.

Picture 1

Picture 4

Picture 3

Picture 2
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Picture 9

Lanyards Installed

Picture 8

Carburetor Bowl Screws

Picture 6

Picture 7

Picture 5

5/16" Button Head Screw

Flanged Head Screws

Picture 10

Picture 11

Lynch Pin

Flat  
Washer

Spring Washer Cover

Filter

Backplate
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Installing the S&S® Muscle Air Cleaner Cover for Stock CV 
Carburetors, Stock Delphi EFI and Stock Throttle by Wire Throttle 
bodies using the S&S Stealth Air Cleaner Kit

1. Remove the air cleaner assembly from the motorcycle you are 
working on. 

2. Locate the gasket that has the lanyards attached. Picture 12 
illustrates the lanyard gasket.

3. Slide the lanyard gasket over the screws as illustrated in Picture 13.
4. Pass the breather bolts through the backplate mounting holes 

using the same number of rubber coated washers that were used 
prior to disassembly.

5. Apply a drop of 243 blue Loctite® to the threads of each screw and 
breather bolt. Picture 14 illustrates all five fasteners that require 
243 blue Loctite.

6. Fit the backplate to the carburetor or throttle body and the cylinder 
heads. Start the threads of all the screws and tighten evenly until 
the backplate is snug.

7. Now that the backplate is positioned, finish torque the ¼" X 20 
fasteners to 72 in.-lbs. as illustrated in Picture 15.

8. Thread the breather bolts in and finish torque breather bolts to 10-
12 ft.-lbs.

9. Remove the 5/16" button head screw from the plastic top filter plate 
if it has not been already. Picture 14 illustrates the button head 
screw. Hold the filter on the backplate and put the filter top plate 
on top of the filter making sure that the word “Down” is facing 
down and sitting flat on the filter and locked into the groove as 
illustrated in Picture 16.

10. Install the two threaded pin studs in place of where the flanged 
head screws were removed at disassembly. A small amount of 243 
blue Loctite® should be applied to the threads of the pin stud. 
Picture 17 illustrates the pin studs.

11. Tighten the pin studs down and make sure the holes are horizontal. 
Picture 18 illustrates the pin studs installed and the holes in a 
horizontal position with the lynch pins installed.

12. If the lynch pins are not sitting straight on the pin studs take this 
time adjust them to the desired location.

13. Remove the lynch pins from the pin studs.
14. Install the Muscle cover over the pin studs followed by a flat 

washer, a spring washer, a flat washer and the lynch pin. Picture 
19 illustrates the Muscle cover assembled on the motorcycle.

15. Picture 20 illustrates a diagram of the Muscle cover and parts 
assembly.

Picture 12

Picture 13

Picture 14

Apply 243 Loctite®

Picture 15
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Cover

Picture 18

Lynch Pin

Flat  
Washer

Spring Washer

Filter

Backplate

Picture 19

Picture 17

Picture 18

Picture 16

DOWN

5/16" Button Head Cover Screw
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S&S® Air Cleaner Covers

1. Round Covers w/center mounting bolts
a. Bobber Dished 

Black Jack  .........................................................................................170-0123 
Chrome ..............................................................................................170-0119

b. Bobber Domed 
Black Jack ..........................................................................................170-0124  
Chrome ..............................................................................................170-0120

c. Torker Cover .................................................................................. 170-0206

d. Tri-Spoke Cover  ...........................................................................170-0210

e. Air 1 Cover .......................................................................................170-0214 

2. Muscle 
Black Jack ..........................................................................................170-0136 
Chrome ..............................................................................................170-0172

3. Airstream 
Black Jack ..........................................................................................170-0122 
Chrome ..............................................................................................170-0118 

1
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4. Screw, SHCB, 5/16-18 x .500", Polished, Stainless Steel .......500-0051

5. Pin, Lynch, .125" x .84", Usable Length (Each) 2 required ........500-0083

6. Washer, Fender, .344" x .750" x .050",  
Chrome Plated, Steel (Each) 4 required ........................................ 500-0094

7. Spring, Wave, .012" Wire, .312" x .060" x .240",  
Stainless Steel (Each) 2 required ......................................................500-0093

8. Screw, Hex, Hood Pin, Electro Polish, ¼-20 UNC X 
1.60", Stainless Steel (Each) 2 required ........................................... 500-0113

9. Gasket, Backplate, Throttle Body, Stock CV/EFI, 
Throttle-by-Wire, Lanyard Style, 1991-Up xl/bt ..................170-0137
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