
ATTENTION INSTALLER (if other than owner): Please
forward this instruction sheet to the purchaser of this product.
These instructions contain valuable information necessary to
the end user.

INTRODUCTION: These instructions describe the
procedure for properly installing the turn signal relocation kit
on 94-01 XL models.

Review instructions carefully before beginning, as they contain
important information.  Please retain for future reference.

Particularly important information is distinguished in these
instructions by the following notations:

NOTE: A NOTE provides key information to make
procedures easier or clearer.

CAUTION:   A CAUTION indicates special procedures that
must be followed to avoid damage to the motorcycle and/or
accessories.

WARNING:   A WARNING indicates special procedures
that must be followed to avoid injury to a motorcycle operator
or person inspecting or repairing the motorcycle.

PROCEDURE:

1. Place motorcycle on flat stable surface while installing this kit.

2. Disconnect battery by removing the negative battery cable.

3. Remove the seat, sissy bar and side plates along with any luggage racks.

4. Support the motorcycle under the frame to allow the rear shocks
to be removed later.

5. Remove the rearmost Allen bolts (one each side) holding 
the fender and fender supports.

6. Disconnect the turn signals from the main wiring harness. 
On 94-98 models, the connector is located under the seat. 
On 99-01 models, the connector is located in the taillight. 

7. Remove the electrical connector from the turn signal wires
following the instructions in the OEM service manual.

CAUTION:  Do the following steps on one side of the bike 
at a time. This allows the fender to remain in place, minimizing
damage due to scratches, etc.

8. Working on one side, remove the bolts and locknuts that secure
the fender and fender support to the frame.

9. Remove nut on inside of fender that secures the turn signal.

10. Make sure the bike is securely supported; remove the shocks.

NOTE: Models with longer shocks will not need to have shocks
removed to install the 41/2" bolts.  Before removing shocks attempt
to install the bolts.  If you are successful in installing 
the bolts, disregard removing the shock absorbers.
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NOTE: On 94-99 models you will have to remove the upper shock
stud nut, washer and cover.  On 00-01 models, you will have to remove
the 1/2" bolt, washer and shock cover. This allows the fender support to
be moved out far enough to access the stud holding the turn signal.

11. Remove turn signal stud from fender support and discard the
stud as it is no longer needed.

12. Place one of the thick washers (Item 3) over the hole the turn
signal stud was inserted. You may need to use a small piece of
tape to hold the washer in place.

13. Reinstall the shocks using the original hardware, torquing 
the acorn nut to 21-35 ft.-lbs. and the locknut to 30-50 ft.-lbs.

14. Install the 41/2" bolts (Item 1) through the fender and fender
supports from the inside where the bolts were removed in 
step 5.  Make sure all spacers are still in place.

15. Remove lens from turn signal and remove bulb.

16. Insert turn signal wire through turn signal bracket and then
route wire into the center hole of the relocation bracket 
(Item 5), then through the original hole in the fender and
fender support.

17. Install the turn signal housing onto the 41/2" bolt; do not
tighten at this time.

18. Place a thin washer (Item 4) on the button head Allen bolt
(Item 2) and install it through the relocation bracket, the
fender support and the rear fender. Install the original nut
and tighten, making sure that the wire between the 
relocation bracket and the fender support is not pinched.
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PARTS LIST:
Two 5/16"-24" x 11/2" hex head bolts
Two 5/16"-18" x 23/4" screws
Two 5/16" thick spacer washers
Four 5/16" thin spacer washers
Two relocation brackets
Two 5/16"-24 locknuts

4

NOTE: If sissy bar is installed, place the thin washer on the inside
of the relocation bracket instead of between the bolt head and the
relocation bracket.

19. Position the turn signal and tighten, then install the locknut
(Item 6) in the signal and tighten against the inside of the
signal housing to prevent the signal from turning.

20. Reroute wires as they were originally installed, taking care not
to pinch them or allow any moving parts to contact the wires.
Remember that the rear wheel moves in the fender area when
the suspension is compressed.

21. Repeat steps 8 through 20 for the other turn signal.

22. Reinstall the wire connectors and plug the wires into the main
wire harness.

23. Install the negative battery cable and check operation of the
turn signals.

24. Install the seat and sissy bar.

WARNING:  Before operating motorcycle, be sure all hardware 
is tight.  


