
 

 

Seat / Helmet Lock Mounting Instructions 

 

1. Remove existing seat nut from fender.  Using a piece of  string or 
similar item, fish line through the top of  the nut and out either side 
of  the fender until the string is visible.  While holding both ends of  
the string in one hand, remove the nylon horseshoe clip. The nut 
will slide down the string. Remove string, nut and nylon horseshoe 
clip. Set aside both the nut and nylon horseshoe clip as they will not 
be needed. 

 

 

2. Using a piece of  string or similar item, fish line from top of  hole in 
the fender to either side until the string is visible. 

 

        

3. While preventing line from continuing completely through the hole, 
attach the mounting stem to the string. 

      

4. Slowly pull on the string to raise mounting stem into position on 
the fender.  Orient the set screw on the bottom of  the stem so that 
it fits within the keyhole in the fender.  While keeping upright 
pressure on the mounting stem, fasten into place using nylon 
horseshoe clip provided. 

      

 



 – 2 – May 9, 2019  

 

5. Place 1” nylon washer onto mounting stem. 

    

6. Install seat by setting rear seat bracket over the mounting stem 
sandwiching the 1” nylon washer between the seat tab and the 
fender. 

   

7. Screw the Le Pera seat nut securely onto mounting stem. When the 
seat nut is secured tightly to the seat tab, the recessed O ring will 
create back pressure to prevent loosening. 

 

8. Attach paddle lock to hole in mounting stem.  Pull down onto the 
lock to insure that the lock is securely fastened.  Make sure to keep 
key in a safe place as Le Pera do not have backup keys. 

 

                                              

The LePera Seat/Helmet lock is designed as a deterrent stop opportunistic thieves from steeling your stuff! 
LePera is not responsible for loss of  property as a result of  bad people doing bad things. 

           

 


