
STEP 1: Begin by removing the existing S&S aircleaner assembly and
backing plate. Using a 1/2” end wrench, remove the brass retaining nut
from the carburetor body.

Thank you for purchasing this Arlen Ness product. We believe that our products are the very best available and are engineered to
provide a lifetime of use. Our unique choke assembly adds the ability to use a variety of air cleaners and velicity stacks with your
S&S Carburetor. Simple design, good looks and polished stainless steel construction promise style and ease of use every time. Basic
hand tools and a service manual applicable to your model of motorcycle are all that is necessary to complete the installation.
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BILL OF MATERIALSPart # Quantity Description
18-460-1P 1 Choke top knob, stainless steel
18-480-2 1 Big Sucker choke assembly for S&S carburetors
18-480-3 1 1/8” x 1/2” dowel pin, stainless steel

STEP 2: Next, remove the spring and plunger from the carburetor. The
new Ness choke assembly will be installed back in this location.

MAINTENANCE TIP: To keep your new polished stainless steel chokeassembly looking its best, we recommend applying a high-quality
chrome polish to it every time you detail your motorcycle.



18-460 POLISHED STAINLESS STEEL CHOKE ASSEMBLY
FOR S&S CARBURETORS

STEP 3: Lightly oil the threads of the Ness choke assembly and thread
it into the carburetor by hand and tighten with a 12mm end wrench.
Do not overtighten!

STEP 4: The Ness choke assembly has 3 positions. The lowest posi-
tion, as shown in the main photo, A, is the OFF position. For mild
choke/enrichment, pull up on the knob and turn it counter-clockwise
until it locks into position as shown in inset photo B. For full
choke/enrichment, pull up on the knob and turn  it counter-clockwise-
until it locks into position as shown in inset photo C. Simply turn the
knob clockwise until it comes to rest in the OFF position to turn off the
choke.
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