
AATTTTEENNTTIIOONN  IINNSSTTAALLLLEERR (if other than owner): Please
forward this instruction sheet to the purchaser of this
product. These instructions contain valuable
information necessary to the end user.
IINNTTRROODDUUCCTTIIOONN:: These instructions describe the
procedure for properly installing this Stealth Mirror
with Dual Intensity LEDs.
Review instructions carefully before beginning, as
they contain important information. Please retain for
future reference.
Particularly important information is distinguished in
these instructions by the following notations:
NNOOTTEE:: A NOTE provides key information to make
procedures easier or clearer.
CCAAUUTTIIOONN:: A CAUTION indicates special procedures
that must be followed to avoid damage to the
motorcycle and/or accessories.
WWAARRNNIINNGG!!::  A WARNING Indicates special procedures
that must be followed to avoid injury to a motorcycle
operator or person inspecting or repairing the motorcycle.

TTOOOOLLSS  RREEQQUUIIRREEDD::
1 - 1/2" combination wrench
1 - #2 Phillips screwdriver
NNOOTTEE:: The LEDs in this mirror are dual intensity. 
This allows them to be wired into your system as
supplementary running lights and turn signals. 
These are not DOT approved and are intended only 
as supplementary lighting.
PPRROOCCEEDDUURREE  FFOORR  IINNSSTTAALLLLAATTIIOONN  WWIITTHH  OOEEMM  TTUURRNN
SSIIGGNNAALLSS//RRUUNNNNIINNGG  LLIIGGHHTTSS  OORR  CCUUSSTTOOMM  LLIIGGHHTTSS  
WWIITTHH  AA  LLOOAADD  EEQQUUAALLIIZZEERR  IINNSSTTAALLLLEEDD::

NNOOTTEE:: These instructions also apply when installing these
mirrors when our DS-280173 Capsule Lights have been used
to replace the OEM running lights/turn signals.
11.. Remove the original mirrors.
22.. Disconnect your battery.
33.. Remove the hollow bolt and lock washers from the bottom

of the stem.
44.. Run the three wires through one of the lock washers and

then through the handlebar control perch.
55..  Run the wires through the other lock washer and the hollow

bolt, and thread the bolt into the bottom of the stem.
66.. We recommend running the wires through a protective

tubing (like shrink tubing) and routing the bundle
alongside the OEM wiring running down the handlebars.

77.. You will need to determine the best location to tie into
your bike's wiring system. Refer to your OEM Service
Manual for the wiring color codes for your particular
model. We recommend a place that allows relatively easy
access with a soldering gun or crimping pliers and with
access to a grounding location.

88..  Once you have picked a spot to tie into, you will need to
determine which lead going to your turn signals is for the
running lights and which is for the turn signals.

99.. Using the wires coming from the mirror, connect the black
wire to ground, the red to the running light circuit and the

yellow to the turn signal circuit for each mirror. We
recommend soldering all connections and covering them
with shrink tubing or high-quality electrical tape.

1100.. Reconnect your battery.
1111.. Test all lights and make sure signals are 

operating correctly.

PPRROOCCEEDDUURREE  FFOORR  IINNSSTTAALLLLAATTIIOONN  WWIITTHHOOUUTT  OOEEMM  TTUURRNN
SSIIGGNNAALLSS//RRUUNNNNIINNGG  LLIIGGHHTTSS::

NNOOTTEE:: These installations also apply if you are replacing
your OEM lights with smaller, custom lights and have not
installed a Load Equalizer yet.
RReeppeeaatt  SStteeppss  11  tthhrroouugghh  88

99.. Following the instructions for installing the Load Equalizer
(we recommend P/Ns BLLE02 or DS-272236), connect the
yellow lead from the mirror at the same point as the lead
for the Load Equalizer.

1100.. Connect the black wire to ground and the red to the
running light circuit. We recommend soldering all
connections and covering them with shrink tubing 
or high-quality electrical tape.

1111.. Reconnect your battery.
1122.. Test all lights and make sure signals are 

operating correctly.

WWAARRNNIINNGG!!  Before operating motorcycle, be sure all
hardware is tight.
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